Precautions

I this instrviction mannal, ¥ WARNING™
and Y CAUTION™ are defined as follows.

CAUTION! Refore use this unir, make sire
comly with the following measures, against
risk of electric shock or give rise to fire.

In order ta ensure body safe. must use the
components or accessories that recommended
by original factary, otherwise if may cause
SETIONS CONYETHENCEX

It should be maintained by qualified electric
fechnician or service personnel specificd by
ariginal factory:

*When the power 1x on. the ip lemperature is
between 2000T (392 °F and 480T /896 °F.

M ix an effective solution for lew femperatire
and lead-free soldering.

Since mishandling may lead to burns
or fire, be sure to comply with the
following precautions.

® Don't touch the metalliec parts near the tip

® Don'l use the umt near lammable ilems

® Advise other people mn the work area: the
unit can reach a verv lugh temperature and
should be considered potentially dangerous

@ Tum the power ofl while taking breaks and
when limshed using the umt.

@ Before replacing parts or storing the umil.
turn the power off and allow the umt to cool
down to room lemperature.

Te prevent damage to the unit and

ensure a safe working environment,

be sure to comply with the following
precautions.

® Don'l use the umt for applications other than
soldening

& Don’t rap the soldering wron agninst the
workbench to shake ol residual solder. or
otherwise subject the iron to severe shocks

® Don't modifv the unmit,

@ Uise only genuine ATTEN replacement
[rarts

@ Don't wet the unil or use the uml when vour
hads are wel.

® The soldenng process will produce smoke.
a0 make sure the arca 15 well ventilated

& While using the unil, don't do anvihing tha

Iopjpg

mav cause bodhly ham or physical damage

Packing list

Please check the contents of the ATTEN
937D package and confirm that all the
items listed below are included.

Station lpes
Soldermg Iron (AMadell %07} Ipcs
ATTEN Iron Holder (s Cleaning Spongel 1 pes
Instruction Manual Ipcs
Specification

Power Yoltage 220V AC
Power Consumplion TOW
Temperature Range 200 ~480°C
Tip Leakage Voltage <0 5mV
Standard Tip WA

Names of Paris

Setting up & Operating the Unit

CAUTION! The sponge is compressed It
will swell when moistened with water. Before
using the unit, dampen the sponge with water
ared squeezed it dry. Failure to do so may
result in damage to the solderingtip.

1. Iron Holder

@ Small Cleamng Sponge. Dampen the small
cleamng sponge with water and then squecze
it dry, Place it in one of the 4 openings ol
the iron holder base

@ Add water to approximately the level as
shown. The small sponge will absorh water
o Keep the larger sponge above il weet at all
times. The large sponge may be used alone
fwoo smell sponge & warer),

® Dampen the birge cleamng sponge and place
it on the won holder hase

CAUTION: Be sure to turn off the power
switch before connection or disconnecting the
soldering iron. Failure fo do so may damage
the P C. B '
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